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Z-8TC is an interface for Thermocouple sensors (J, K, E, N, S, R, 
B ,T) and generic sensor with mV as standard output signal. The 
number of input is 8 and each input is independent from each 
other. 
It’s a ModBUS Slave and can be coupled with any ModBUS Master 
device. A 6-way galvanic isolation among Power supply // input // 
RS485 circuits assures the integrity of your datas (each couple of 
channels is isolated from the other circuits).
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8-Ch TheRMOCOUPle/mv InPUT MOdUle / RS485 MOdBUS RTU

Code description

Z-8tc
8-CH thermocouple/mV input module / RS485 ModBUS RTU, 10..40 Vdc / 
19..28 Vac

ORdeR COdeS

aPPlICaTIOn nOTeTeChnICal SPeCIfICaTIOnS

general data
power supply 10..40 Vdc / 19..28 Vac / 50-60 Hz

power consumption 0,6 W

isolation 1.500 Vac (6 way)

power transducers -

Status indicators Power supply, error, data transmission, data reception

protection degree IP20
operating 
temperature

-10..+65 °C

dimension (W x H x d) 17.5 x 100 x 112 mm

Mounting 35 mm DIN rail guide

Communication, Memory Process
interface 2 wire RS485

Speed
Up to 57.600 bps (RS485)
2.400 bps (RS232)

protocol ModBUS RTU slave

communication time < 20 ms (@ 38400 baud)

distance Up to 1.200 m

connectivity Max 32 nodes

data Memory EEPROM for the configuration parameters

Signals
channel numbers 8

input

TERMOCOUPLE
Type J, K, E, N, S, R, B, T
VOLTAGE
-10,1...81,4 mV

Programming
dip switches Baud rate, address

Software EASY Z-8TC (plug&play free software)

Standard
approval CE, RINA

norms EN 61000-6-4/2002, EN 61000-6-2/2002, EN 61010, EN 60742
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SIMIlaR PROdUCTS

Z-daQ-PId Z-4RTd2 Z-4TC
2-CH universal analog I/O 
module with PID control

4-CH RTD input module / 
RS485

4-CH thermocouple/mV input 
module / RS485
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aCCeSSORIeS & SOfTwaRe

Z-PC-dIn Z-SUPPlY eaSY SeTUP
Backplane for power & bus 

communication
Switching power supply

Plug&Play configuration 
software
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